Um,m(j Smm‘ Si%m Corporation

March 21, 2002
Dr. Roger . Westman U.8. Environmental Protection Agency
Dapartment of Ady Qualiny Region I17%
Bursau of Alr Pollution Conbrol Air, Radiation & Toxics Division
301 Thirty-Ninth Street 1650 Arch Btreet
Bittsburgh, PR 15201 Philadelphia, PA  19103-3029

ATTH: James W. Hagedorn {3AT23}

Bzzigtant Tounci Department of Justice

Diepartment mf Envirenmental Protection Eavirommental and Natural Resource Division
Southwest Regilor Environmental Enforcemsnt Section

400 Watesrfiront Drive PO, Box FH1I

Pittsburgh, PA 15322-474% Ben Franklin Btation

ATTN: ¥Ward Kelssy, Esg. Washington, D.C. 20044

ATTH: David Street, Esg

Subject: USS Eeference Numbar: 02-0028
Sulfur Plant
Uss Clairton Works

Gent lamen:

The attvached form confirms our verbal report of the subject incident. Any guestions
concerning this matter should be referrved to Coleen M. Davis at 233-10185

R. E. ?érza

General Manager
Clairton Works Raw Materials
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NOTICE OF OUTAGE OF EQUIPMENT
ARTICLE XXT - SECTION 2108.1

i. U888 Reference Numbeyr: 02-0028

2. Date & Time of Breakdown: Date: 03/20/02 Time: 1050 hours

3. Company Name: U.E5. Steel Corporation - USS Clairton Works

4, Specific Eguipment Involved or Affected: Sulfur Plant

5. BAPC Permit Number (if > applicable):

&, Location: Clairton, PA

7. Nature and cause of breakdown: Coke Oven Gas was passed through

the Sulfur Plant when a breakdown at the Boiler House #1 Boiler
resulted in a loss of steam for stripping at the sulfur plant.

8. Identification of Emissgions:

A. Type({s) {(CO, NHOX, 850;, Particulates, Hydrocarbons, etc.)
Elevated H;8 in the down river gas line system, causing
increased 80; at point of cowmbustion. The ¥2 Boiler was the only
combuistion source affected at Clairton Works.

B. Toxic gualities of each type ({(including its qualities as an
irritant, and its potential for causing illness, disability,
or mortality). S0, is an eye, nose, and throat irritant.

c. Amount of each type emitted (or likely to be emitted).

Chemical Quantity Released (lbhs}
Q0 400

MO, S0

80, 3800

Hydrocarbons 150

9. Measures taken (or to be taken) to minimize length of breakdown
and amount of emissions, including shutdown or curtailment (or why it
iz impossible or impractical to do so).

The steam pressure was restored and the facilities were brought back
o Lins,

10. Facility back in operation - Date: 03/20/02 Time: 1400 hours

Signature ([ { gggﬂg {/b . &g@z Date 3/&?/@53.

Coleen M. Davis
Environmental Control Engineer Phone: 233-101%
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